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Step 5 - Feeder connectors
Choose the right connector to connect your wire feeder

Quick Disconnects (female)

Bayonet (male) connectors

A-5
Brass-copper 
1/2” NPS-M 

WWTT-DP 
for plate moun� ng
with ceramic insert

A-15
1/4” BSP (GAS)
A-15-1
7/16”– 20
A-15-2 
9/16”– 20

A-16MST
1/4” NPT-M

for use in 
Derlin thread

9/16”-18 UNF
1/2”-20 UNF

A-3 A-3 A-3QDF-1 A-3QDF-2 A-3QDF-3 A-3QDF-4 A-3QDF-5 A-3QDF-6
   OTC Motoman Panasonic    

Thread adapters  WWTT-DP  

Quick Disconnect with inside thread to mount directly at the inlet guide of the feeder

A-4=Brass
A-4ST=Steel

1/4” NPT

A-14
Derlin plastic

1/4” NPS

A-14L
A=14 in low

profile

To connect the conduit to your wire feeder Wire Wizard off ers a wide range of 
feeder-adapters. One for each feeder available in welding industry. All feeder-
adapters are made with a female quick disconnect which fi ts the male bayonet at 
the conduit, this makes:
• Quick exchange of conduit possible
• A rota� on point at the feeder to relief torsion in the conduit

A-14KIT
2x A-4ST 
+ A-14L

A-14B
Bracket
only

A-1LN-23B 12 x 35mm

Fits:
• Lincoln
• Esab
• Cloos
• EWM
• Kemppi
• Lorch

etc

A-1FRO 13 x 47mm

Fits:
• Fronius
• SKS

A-3QDF-4
9/16”-18UNF Thread

Fits:
• Panasonic
• OTC
• Yaskawa

A-4 plus A-14 A-5FRO

For:
• insulated 

plate 
moun� ng 
and 
universal 
use

For:
• Fronius TPSI 

feeders

Low profile bulkhead the 
two A-4ST connectors-touch 
in the middle for better 
feed through of the wire

A-14BK
1x A14LKIT + A-14B

Inlet guides with quick disconnect special for one brand 
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WW-QDI
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insula� on 
sleeve

   A-1FRO A-2FRO A-5FRO
Fronius Feeder Fronius Feeder Fronius TPSI

A-1OTC-FX  A-2PA-QD A-1NA-5 A-1MOT-AU
OTC Panasonic Lincoln Motoman

12 mm Adapters

Fronius adapters Other adapters

9,5 mm adapters

13,00

47,00

2,20

70,00

2,00

13,00

M20 x 2,5
3,20

2,5

14,00

15,00

40,00
32,00

5,00

8,00

23,00

3,20
11,20

103,00

3,20

9,50

33,00

5,00

9,50

33,00

5,00

9,50

44,50

3,20

 70,00

Inlet adapter for 
Lincoln Twinarc 
feeder

A-2NA-5

A-1B-C A-1A-45A-1AA-1A-C A-1B-CHD

3,20

9,50

9,50

114,00

    A-1LN-23B A-1CL A-1LN-23A A-1MOT-HP A-2SKS
   Multiple use Cloos Lincoln Motoman SKS

35,00

A-17G
 1/4”F                   3/8” M

A-18G
 1/4”F                   1/2” M

A-18G1
 3/8”F                   1/2” M

A-4S 
Ring + Nut
1/4”BSP-M (GAS)

A-16F4
1/4” NPT-F

A-16F5
3/8” NPT-F

A-16F6
1/2” NPT-F
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Step 5 - Feeder connectors 

Inlet adapters with female thread

1/4" 
NPT-F

5,00
12,00

38,00

1/4" 
NPT-F

6,90

53,50

22,00 5,00

31,50

27,10

1/4" 
NPT-F

21,00

12,70

44,50

1/4" 
NPT-F

5,00

Derlin-plas� c connectors for insulated feed through

A-1CS 

Use A-4 
(1/4” NPT-M) 

A-1DS PFA A-1CS-PFAA-1DS

12,70

3,20

20,00
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1/2” thread        3/8” thread            1/2” thread                   Ceramic insert with 5,5mm hole

19,00

5,00

30,00

in
/o

ut
 P

FA
-u

ni
t

The A-1AK universal inlet kit is an inlet adapter with four phenolic 
bushings to make a solid and stable fi �  ng in several sizes of holes.

ID x OD
15,90 x 22,20 mm

ID x OD
15,90 x 19,00 mm

ID x OD
9,5 x 15,90 mm

ID x OD
9,5 x 12,70 mm

 A-1AK

A-7 = Bushings only

Universal inlet guide with quick disconnect

Thread connectors Ceramic connector

Wire straighteners

Small Wire Straightener

Large Wire Straightener

Facts and fables about Straighteners

U-Groove Drive Rolls for 
Steel Wire

V-Groove Drive Rolls for 
Aluminum Wire

WS-1000 and WS-1000A
For wire sizes 0,8 - 1,6mm 
Dimensions: 95 x 78 x 42 mm (W x H x D)
Weight: 0,45 Kg

WS-1000H
For wire sizes 2,0 - 3,2 mm 
Dimensions: 145 x 85 x 48 mm (W x H x D)
Weight: 0,8 Kg

WS-1000L
For wire sizes 4,0 - 6,0 mm
Dimensions: 220 x 140 x 58 mm 
(W x H x D)
Weight: 1,8 Kg

Feeder

A-1HSD

A-10HM/XM A-1DS A-1CS

A-1QD

These straighteners have an aluminium body, insulated rollers and are made with a loca� on calibra� on and a scale at the tension knob 
for fi ne adjustment. The units at this page are called wire straighteners, but are in fact wire benders. A unit with three rollers can only 
bend the wire. When used at a wire coming from a spool you can in fact straighten the wire by bending it in the opposite direc� on. 
In case of wire coming from a drum the func� on of these units is to bend the wire in such way that the wire will not wobble when it 
comes out of the torch but curve out in one direc� on. Mainly when using aluminium from drums this can be a big problem. When it 
comes to the posi� on of the unit at the welding installa� on, we strongly recommend to mount it at the entrance of the wire feeder.

A-16M-ST-HD
Attaches to QD

A-1LN-LW
Inlet 
Guide

A-4HD
Quick 
Disconnect Use Large bayonet connectors

A-16M-ST
Attaches to QD

A-4ST Quick 
Disconnect

A-1LN
Inlet Guide

Medium Wire Straightener

A-1LNU

WS-LW
3/8” BSP-Fem.

Union
connector

WS-10S
Lincoln fit

Delrin union tube

Delrin adapter
with ceramic insert
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Insulated
Mounting kits
Avaliable for all

Small: WSS-100-IK
Medium: WSM-100IK
Large: WSL-100-IK

WS-1000
Steel wire straightener

WS-1000A
Aluminium wire straightener

A-3QDF5A-4LH A-1LNS-LW

Connectors with
ceramic insert

A-1DS PANA
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Straightener inlet with ceramic insert
A1-LNCS

A-3QDF5 A-1LNS

A-1E
ESAB All

A-1H
Hobart

A-1LN
Lincoln

A-1OTC
OTC


